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Acreage and Proportionate Extent of the Soils

Wilcox County, Alabama
_______________________________________________________________________________________________________
       |                                                                         |            |
 Map   |                                Soil name                                |   Acres    |Percent
symbol |                                                                         |            |
_______|_________________________________________________________________________|____________|________
       |                                                                         |            |
AnA    |Annemaine fine sandy loam, 0 to 2 percent slopes, occasionally flooded---|      8,200 |    1.4
AnB    |Annemaine fine sandy loam, 2 to 5 percent slopes, occasionally flooded---|      6,920 |    1.2
ArC    |Arundel-cantuche complex, 2 to 8 percent slopes--------------------------|      4,370 |    0.7
ArF    |Arundel-cantuche complex, 8 to 35 percent slopes-------------------------|     20,900 |    3.6
BaA    |Bama fine sandy loam, 0 to 2 percent slopes------------------------------|      3,050 |    0.5
BaB    |Bama fine sandy loam, 2 to 5 percent slopes------------------------------|     10,920 |    1.9
BeB    |Beatrice silt loam, 1 to 5 percent slopes--------------------------------|        200 |     *
BeC2   |Beatrice silt loam, 5 to 10 percent slopes, eroded-----------------------|        290 |     *
BgB    |Bigbee sand, 0 to 5 percent slopes, occasionally flooded-----------------|      5,250 |    0.9
BrB    |Brantley fine sandy loam, 2 to 5 percent slopes--------------------------|      2,170 |    0.4
BtF2   |Brantley sandy clay loam, 15 to 35 percent slopes, eroded----------------|     12,030 |    2.1
CaA    |Cahaba fine sandy loam, 0 to 2 percent slopes, rarely flooded------------|      5,830 |    1.0
CbA    |Canton bend loam, 0 to 2 percent slopes, occasionally flooded------------|      1,800 |    0.3
ChA    |Chrysler loam, 0 to 2 percent slopes, occasionally flooded---------------|      4,210 |    0.7
CoA    |Congaree fine sandy loam, 0 to 2 percent slopes, frequently flooded------|      2,580 |    0.4
DwC    |Demopolis-watsonia complex, 2 to 8 percent slopes------------------------|     13,980 |    2.4
EsA    |Escambia fine sandy loam, 0 to 2 percent slopes--------------------------|      2,960 |    0.5
FrA    |Freest fine sandy loam, 0 to 2 percent slopes----------------------------|      2,740 |    0.5
FrB    |Freest fine sandy loam, 2 to 5 percent slopes----------------------------|      3,610 |    0.6
HaB    |Halso silt loam, 2 to 5 percent slopes-----------------------------------|     10,140 |    1.7
HbD2   |Halso loam, 5 to 15 percent slopes, eroded-------------------------------|     22,100 |    3.8
HoA    |Houlka silty clay loam, 0 to 1 percent slopes, frequently flooded--------|     13,000 |    2.2
IaA    |Izagora fine sandy loam, 0 to 2 percent slopes, occasionally flooded-----|      8,500 |    1.5
IjB    |Izagora-jedburg complex, gently undulating, occasionally flooded---------|      4,600 |    0.8
KpD2   |Kipling silty clay loam, 5 to 12 percent slopes, eroded------------------|      1,170 |    0.2
LbA    |Lenoir silt loam, 0 to 1 percent slopes, occasionally flooded------------|     11,590 |    2.0
LdA    |Lucedale loam, 0 to 2 percent slopes-------------------------------------|      1,830 |    0.3
LvB    |Luverne fine sandy loam, 2 to 5 percent slopes---------------------------|     16,900 |    2.9
LvD2   |Luverne fine sandy loam, 5 to 15 percent slopes, eroded------------------|     26,000 |    4.5
LvF    |Luverne fine sandy loam, 15 to 35 percent slopes-------------------------|     60,660 |   10.4
MaA    |Malbis silt loam, 0 to 2 percent slopes----------------------------------|      4,590 |    0.8
MbB    |Malbis fine sandy loam, 2 to 5 percent slopes----------------------------|     12,800 |    2.2
MbC    |Malbis fine sandy loam, 5 to 8 percent slopes----------------------------|      2,360 |    0.4
MKA    |Mooreville, mantachie, and kinston soils, 0 to 1 percent slopes,         |     30,840 |    5.3
       |frequently flooded-------------------------------------------------------|            |
OkB    |Oktibbeha clay loam, 1 to 5 percent slopes-------------------------------|      8,060 |    1.4
OtE2   |Oktibbeha-brantley complex, 5 to 25 percent slopes, eroded---------------|     47,260 |    8.1
Pt     |Pits---------------------------------------------------------------------|        290 |     *
PvA    |Poarch fine sandy loam, 0 to 2 percent slopes----------------------------|        460 |     *
RvA    |Riverview fine sandy loam, 0 to 2 percent slopes, occasionally flooded---|      2,320 |    0.4
SaF    |Saffell-smithdale-luverne complex, 8 to 35 percent slopes----------------|     36,250 |    6.2
SeB2   |Searcy sandy clay loam, 2 to 5 percent slopes, eroded--------------------|      8,460 |    1.5
SmB    |Smithdale-boykin complex, 2 to 5 percent slopes--------------------------|     12,500 |    2.1
SnA    |Sucarnoochee silty clay loam, 0 to 1 percent slopes, frequently flooded--|     30,270 |    5.2
SpE2   |Sumter-demopolis complex, 8 to 25 percent slopes, eroded-----------------|     12,320 |    2.1
SuE3   |Sumter-gullied land complex, 8 to 25 percent slopes, severely eroded-----|        380 |     *
UbC    |Udorthents-urban land complex, 0 to 8 percent slopes---------------------|        650 |    0.1
UnA    |Una silty clay, ponded---------------------------------------------------|     11,260 |    1.9
UuB    |Urbo-mooreville-una complex, gently undulating, frequently flooded-------|     29,240 |    5.0
VaA    |Vaiden silty clay, 0 to 1 percent slopes---------------------------------|      5,640 |    1.0
VaB    |Vaiden silty clay, 1 to 5 percent slopes---------------------------------|     10,510 |    1.8
W      |Water, > 40 acres--------------------------------------------------------|     17,480 |    3.0
WcB    |Wilcox clay, 1 to 5 percent slopes---------------------------------------|      4,440 |    0.8
WcD2   |Wilcox clay, 5 to 15 percent slopes, eroded------------------------------|      5,810 |    1.0
       |                                                                         |____________|________
       |     Total---------------------------------------------------------------|    582,690 |  100.0
_______|_________________________________________________________________________|____________|________

     * Less than 0.1 percent.


